
   VP-5308 Mobile DVR 

 
 

 
Features 
 

• Heat resistant fan-less design 

• True anti-vibration, anti-shock 

• 8-channel video inputs with advanced H.264 video compression 

• Support mobile phone video viewer and event notification 

• Support IP Cam with bi-directional communications 

• Remote Live View and configuration setup 

• Integrated Fleet Management System  

• Power shutdown timer 

• System watch dog protection 

• Scan hard disk check 

• Advanced 4G LTE / 3G / GPRS compatibility 

• Video playback / GPS marker / tracking route can be displayed simultaneously 

 
Hardware Specifications 
CPU 32-bit RISC ARM processor cores, up to 800 MHz 

Memory 512 MB = 256 MB x 2 

Flash 128 MB 

Ethernet Speed 1000 / 100 / 10 mbps 

USB 2.0 Port 2 

RS-232 Port 1 (TX / RX only) 

Camera Power Output 12V DC, 500 mA x 8 channels 

Power Output 12V DC, 1 A 

Power Supply in Range 8 ~ 36 VDC 

Backup Battery Input 12 ~ 24 VDC 

Display Output Mode VGA, TV output 

Video Input 8 channels, BNC 

Audio Input 8 channels 
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   VP-5308 Mobile DVR 
Audio Output 1 channel, Mono 

GPI 8 inputs. Input voltage 12 ~ 24 VDC 

GPO 2 outputs. Relays (12 VDC, 1 A) 

Storage 2.5 inch SATA HDD Tray x 1 

LED Indicator 16 LEDs. (Channel x 8, Power, Alarm, 3G, GPS, Wi-Fi, Rec, ACC) 

Alarm Buzzer Alarm Yes 

Video Loss Alarm Yes 

Support G-sensor Detection Yes 

Infrared Remote Control Yes 

Support GPS Module  Optional 

Support 4G LTE / 3G Module Optional 

Support Wi-Fi Module Optional 

Dimension (W x D x H) 240 x 160 x 65 mm 

Weight 3 kgs 

 
Software Specifications 
Video System Standards NTSC / PAL 

Console Display 1, 4, 9-split screen 

Video Compression Standards H.264 (ISO14496-10) 

Video Compression Quality Low, Medium, High 

Video Resolution 960H: 960 x 480 @ 10 fps 

D1: 720 x 480 @ 10 fps 

Video Bit Rate High: 1024 kbps 

Medium: 768 kbps  

Low: 512 kbps  

Display Frame Rates NTSC: 240 fields / sec in total. (each channel: 8 x 30 fields / sec) 

PAL: 200 fields / sec in total. (each channel: 8 x 25 fields / sec) 

Record Frame Rates NTSC: Max. 30 fps @ CIF / 30 fps @ D1 

PAL: Max. 25 fps @ CIF / 30 fps @ D1 

Record Resolution NTSC: 360 x 240 @ CIF / 720 x 480 @ D1 / 960 x 480 @ 960H 

PAL: 360 x 288 @ CIF / 720 x 576 @ D1 / 960 x 576 @ 960H 

Playback Frame Rates NTSC: Max. 30 fps @ CIF / 30 fps @ D1 / 30fps @ 960H 

PAL: Max. 25 fps @ CIF / 30 fps @ D1 / 30fps @ 960H 

Multi-tasking Mode Record / Playback / Network Communications 

Graphic User Interface On Screen Display (OSD) Menu  

Multi-language English, Traditional Chinese 

ACC Delay Timer  Allows delaying power or disconnecting power after preset period of 

time 
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